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TYPICAL LOT
SIZE/PROPOSED
BUILDING PAD
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7,800 SF (0.18 AC.)
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3.66'*

15' REAR
SETBACK
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SETBACK
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SETBACK

CORNER LOT
SIZE/ BUILDING
PAD FOR LOTS

3.66'*

8,964 SF (0.21 AC.)

GATE NOTES:

1. PROPOSED SWING GATES SHALL BE PROVIDED WITH SIREN
OPERATED SENSOR WITH BATTERY BACK-UP FOR ACCESS
BY EMERGENCY VEHICLES. (REFER TO HARD SCAPE
PLANS)

2. VEHICLE ACCESS GATES SHALL HAVE AN UN-
OBSTRUCTED CLEAR WIDTH OF NOT LESS THAN 14 FEET
FOR A SINGLE GATE AND 20 FEET FOR A DOUBLE GATE, AS
WELL AS A CLEAR HEIGHT OF 13 FEET 6 INCHES (NFPA
1,18.2.2.2)

3. THE GATE SHALL BE AT LEAST 45 FEET BACK FROM THE
EDGE OF THE CROSS STREET FROM WHICH THE APPROACH
IS ACCESSED. SWINGING GATES SHALL SWING AWAY
FROM THE DIRECTION OF VEHICLE TRAVEL (NFPA
1,18.2.2.2)

4. 12 INCH WHITE CHEVRON STRIPING FOR 15 FEET ON INSIDE
OF EXIT GATE WITH A 12"X24" SIGN HUNG ON THE EXIT
GATE WHICH READS "GATE SWINGS INWARD"

5. ELECTRICALLY OPERATED GATES ARE REQUIRED TO
PROVIDE SIREN ACTIVATED PRE-EMPTIVE SENSING
DEVICE (SOS SYSTEM) AND KNOX GATE KEY SWITCH.  IF A
KEY PAD IS USED A SPECIFIC EMERGENCY ACCESS CODE
SHALL ALSO BE PROVIDED. (NFPA 1, 18.2.2.2)


